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LAMBOO® ELeEmMENTS ™

EXTERIOR PANELS & COMPONENTS

No additional tools or machinery are

necessary when machining Lamboo.

It mills, sands, and finishes similar to

The Lamboo® Elements™ series consist of components,

hardwoods. Lamboo products use

panels and OEM products specifically developed for exterior EW VO.C adbasies and dass Rt

finish design and architectural applications. Lamboo®
Elements™ panels and components are ideal for Table tops,
Architectural Applications, Louvers, Handrails, Stair freads,
Exterior Furniture, Exterior Paneling, and many other design
applications. Lamboo, Inc. offers a higher performing,
aesthetically pleasing, workable panel and components
that appeal to finish carpenters, manufactures, and to
the design builders. Our exterior grade components and
panels include proprietary manufacturing processes and
bonding agents to last through harsh environments.

produce off-gassing when sanding,
profiling, and handling materials.
Lamboo® Elements™ panels offer
strength, rigidity, and are fabricated

to meet performance and aesthetic
requirements for your project.

High Dimensional Stability

Lamboo®Elements™ is on
average 20% more stable than
hardwoods and up to 40% more
stable than softwoods such as
pine or Douglas-fir.

Premium Bamboo Species

Lamboo Inc has isolated 4 out of
the 1600 species of bamboo to
ensure the highest performance
& uniformity for all of its
architectural and structural
applications.

Resists Pests & Insects

Bamboo has a chemical
makeup that is exiremely dense
and includes silica fibers which
resists insects and wood eating
pests such as fermites.

VISIT-US ON THE WEB AT - WWW.LAMBOO.US






